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SPECIFICATION

Technical Details

Drawing

13mm58mm
90m

m

MSA/RWL/33/10

20.0mm

3mm Neoprene
Foam Pad

200mm long
Cable

20.0mm

Vertical

Horizontal

Size: L = 90mm,  W = 58mm
Weight: 145g

Construction: One-piece solid resin moulding

Lighting: 15x10mm multi-chip LEDs, 5x3 formation
40cm² area

Intensity: 250cd straight ahead, 200cd @ 10deg Up,
Down, Left, Right (Universal orientation)

Mounting: Two M6 stainless steel studs

Electrical: 9V - 16V, 290mA @ 13.5V = 3.3W (static),
150mA @ 13.5V = 1.8W (flashing)



CK-LR-15 RAIN LIGHT STANDARD (Non-flashing)
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Switch

+ 12v

Chassis Earth

Red    Black
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Grey        Grey

Yellow    Yellow

No connection
Red

Chassis

+12V

WET RACE

OFF

HAZARD
FLASHING

MODES

Wet race - 4Hz Flashing
or 'F3 style'
OFF
or
HAZARD WARNING
FLASHING PATTERN

‘FLASHING MODE’

Grey        Grey

Yellow      Red

No connection
Yellow

Chassis

+12V

WET RACE

OFF

HAZARD
FLASHING

MODES

Wet race - STATIC
or
OFF
or
HAZARD WARNING
FLASHING PATTERN

‘STATIC MODE’

CK-LR-F3 RAIN LIGHT MULTIMODE (Flashing)
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       Red

     Yellow

Chassis

WITHOUT SWITCH
+12V

+12V

STATIC (Wet Race)

AMBER (Hazard Warning)

Grey        Red

Yellow      Yellow

Chassis

+12V

WET RACE

OFF

HAZARD
FLASHING

WITH SWITCH

CK-LR-DC DUAL COLOURED RAIN LIGHT
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Brake
Switch

+ 12v

Rain
Light

Switch

+ 12v

Chassis Earth

RAIN LIGHT WITH INTEGRATED FLASHING/BRAKE ELECTRONICS

CK-LR-RB ‘AFTERBURNER’ RAIN/BRAKE LIGHT

Red

Black

Grey


